TO-247AC Package Outline
Drawing Reference No. IRMX 115-0051

Dimensions are shown in milimeters (inches)
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DIMENSIONING AND TOLERANCING PER ASME Y14.5M 1994,
DIMENSIONS ARE SHOWN IN INCHES [MILLMETERS]
CONTOUR OF SLOT OPTIONAL.

DIMENSION D & E DO NOT INCLUDE MOLD FLASH. MOLD FLASH SHALL NOT EXCEED .005" (0.127)
PER SIDE. THESE DIMENSIONS ARE MEASURED AT THE OUTERMOST EXTREMES OF THE PLASTIC BODY.

THERMAL PAD CONTOUR OPTIONAL WITHIN DIMENISONS DI & E1.
LEAD FINISH UNCONTROLLED IN L1.

9P TO HAVE A MAXIMUM DRAFT ANGLE OF 1.5 * TO THE TOP OF THE PART WITH A MAXIMUM HOLE
DIAMETER OF .154" [3.91]

8 OUTLINE CONFORMS TO JEDEC OQUTLINE TO-247 WITH THE EXCEPTION OF DIMENSION c.

DIMENSIONS
SYMBOL INCHES MILLIMETERS
MIN. MAX. MIN MAX. NOTES
A 183 .209 4,65 5.3
Al .087 102 2.21 2.59
A2 .059 .098 1.50 2.49
b .039 .055 0.99 1.40
b1 .039 .053 0.99 1.35
b2 .065 .094 1.65 2.39
b3 .065 .092 1.65 2.37
b4 102 135 2.58 343
b5 .102 133 2.59 3.38
c 015 034 0.38 0.86
cl 015 .030 0.38 0.76
D 778 .815 19.71 20.70 4
DI 515 - 13.08 - 5
D2 .020 .030 0.51 0.76
E 602 625 15.29 15.87 4
Et 540 - 15.72 -
e .215 BSC 5.46 BSC
ok .010 2.54
L 559 B34 14,20 16.10
L 148 169 37 4.29
N 3 7.62 BSC
P 140 44 3.56 J.66
wP1 - 275 - 6.98
0] 209 224 5.31 5.69
R 178 216 4.52 5.49
S 217 BSC 5.51 BSC

LEAD ASSIGNMENTS

HEXFET

1.— GATE
2.— DRAIN
3.— SOURCE
4.~ DRAIN

IGBTs, CoPACK

1.— GATE
2.— COLLECTOR
3.— EMITTER

4.— COLLECTOR

DIODES

1.— ANODE /OPEN
2.~ CATHODE
3.— ANODE

PLATING

BASE METAL

(b, b2, b4)

SECTION C-C, D-D, E-E
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